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Manual Brush Shower Specification Sheet
Company:___________________________________  Name:_ __________________________________  Address:___________________________________________________________
Phone:_____________________________________  Fax:_ ____________________________________  Sales office/sales engineer:_ __________________________________________

QTY SHOWERS REQUIRED:_____________

(INCHES/MM/DEGREES)

Pipe length (PL)*:_____________________
Theoretical coverage (TC)*:_ ___________
Nozzle spacing (NS):__________________
Inlet to nozzle (IL)*:___________________
First to last (FL):______________________
End to edge (ED):_____________________
Shower height (SH)*:__________________
Support distance (SD)*:________________
Spray angle (SA)*:____________________ (0, 15, 30, 45, 60 75)
Outlet angle (OA)*:_ __________________

Pipe material*:_______________________ (316LSS or 304LSS)
Inlet (M)*:_ _________________________ (NPT or BSPT)
Operating pressure*:__________________ (psi or bar)
Total flow*:_ ________________________ (gpm or lpm)
Operating temperature*:_______________ (F or C)
Qty of nozzles:_______________________
Hand wheel:_ _______________________ (Aluminum or SS)
Ratchet handle:______________________ (optional, Iron material)
Oscillating stroke length*:______________ (in or mm)
Spray overlap:_______________________ (single or double)
Liquid sprayed:_ _____________________

*Required

Universal Style Brush Type Shower (See Section B-B)
See data sheet DS21890 for adapter and strainer disc
Specific nozzle:_________________________  Nozzle part no*:_ ___________________________
Nozzle adapter p/n*:_____________________  Strainer disc*:______________________________
Special comments/requirements:_____________________________________________________
 ______________________________________________________________________________

Defaults Minimums

Material: 316LSS IL: 4.00 (101.6 mm)

psi: 40 (2.76 bar) psi: 40 (2.76 bar)

IL: 4.00 (101.6 mm) Pipe size: 1-1/2”

SA: 60 NS: 2.00 (50.8 mm)

OA: 0 (zero)

Handwheel (Alum)

Inlet: (M) NPT

Spray overlap: 1

Temp. < 100°F (38°C)

SECTION A-A
STANDARD SET UP

SECTION B-B UNIVERSAL STYLE
w/ ADAPTOR & STRAINER

A

A B

B

C

C

PL

IL NS

FL

SH

ED

SA

INLET
(M) NPT/
BSPT

OUTLET
 

TC

13” (330 mm) RATCHET HANDLE

HAND WHEEL

<250 psi (17.2 bar)
Hosebarb; >250 PSI 
(17.2 BAR)-SS Ball Valve

 

>250 PSI (17.2 BAR)-SS Ball Valve 

  

APPROX.
8" (203 mm) 

SD

NOZZLE
ADAPTOR

GASKET/
STRAINER

INTERNAL
BRUSH ROD

GASKET/
FLAT FAN

NOZZLE

INTERNAL
BRUSH ROD

SH

MALE THD NOZZLE

VIEW C-C

OA
OUTLET
ANGLE0°

90° 270°

180°


	F2-Company: 
	F2-Name: 
	F2-Address: 
	F2-PHone: 
	F2-Fax: 
	F2-sales-office-engineer: 
	F2-qty-showers-required: 
	F2-PL: 
	F2-TC: 
	F2-NS: 
	F2-IL: 
	F2-FL: 
	F2-ED: 
	F2-SH: 
	F2-SD: 
	F2-SA: 
	F2-QA: 
	F2-pipe-material: 
	F2-inletM: 
	F2-operating-pressure: 
	F2-total-flow: 
	F2-operating-temp: 
	F2-qty-of-nozzles: 
	F2-hand-wheel: 
	F2-ratchet-handle: 
	F2-oscilating-stroke: 
	F2-spray-overlap: 
	F2-liquid-sprayed: 
	F2-specific-nozzle: 
	F2-nozzle-part-no: 
	F2-nozzle-adapter: 
	F2-strainer-disc: 
	F2-comments1: 
	F2-comments2: 


