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Typ L210 
• Für niederviskose Medien
• Einstoffdüsen  

(ohne Luftzerstäubung)
• Diskontinuierlicher 

Sprühmodus

Typ HP170
Gleiche Merkmale wie 
P170 aber mit optionaler 
Erwärmung

AUTOJET® SCHMIERSYSTEME
AutoJet®-Schmiersysteme bieten eine hocheffiziente Methode zum Auftragen von Schmiermitteln und Korrosionsschutzflüssigkeiten. 
Neben Schmierung von Bändern (Coils), Blechen, Rohrteilen, Stanz- oder Umformungswerkzeugen kann auch Öl oder Korrosionsschutz 
beispielsweise auf Drähte oder Stangen aufgebracht werden.

Wir wissen, wie wichtig es ist die Produktionskosten zu senken. Unsere weltweite Führungsposition in der Sprühtechnologie kann 
Ihnen helfen, effizienter zu arbeiten und Geld zu sparen. Durch eine präzise Steuerung der Schmieranwendungen kann die Ölmenge 
exakt dosiert und der Ölverbrauch damit um über 50% gesenkt werden. Eine zeitaufwändige Reinigung von Teilen kann damit ebenfalls 
vermieden werden.

Um den Anforderungen für jede Schmieranwendung gerecht zu werden, haben wir 4 verschiedene AutoJet®-Schmiersysteme entwickelt:
• P170
• HP170

Die Systeme bestehen aus der Basiseinheit, der 
Beschichtungseinheit und einer Steuerung. Eine optionale 
Filtereinheit verhindert, dass sich ölhaltige Luft im Arbeitsbereich 
ausbreitet.

Die Basiseinheit besteht aus einer pneumatischen 
Membranpumpe, die Schmiermittel durch einen Ansaugfilter aus 
dem Behälter saugt. Das Schmiermittel wird mit Niederdruck 
durch Leitungen zu den in der Schmierhaube montierten Düsen 
gefördert.

Die Schmierhaube ist eine effektive Lösung für die Schmierung 
von Bandblechen in der Automatenpresse. Sie ist dank des 
kräftigen Edelstahlblechs auch für schwere Belastungen 
ausgelegt. Pneumatische Hebezylinder öffnen die Schmierhaube 
– optional sind auch feste Hauben erhätlich. Die Schmierhaube 
ist mit einer Rücklaufleitung, die überflüssiges Schmiermittel 
über eine optionale Filtereinheit zurückführt, ausgestattet.

Der AutoJet®-Controller steuert genau die Zeitabläufe des 
Sprühens für eine präzise und effiziente Sprühapplikation.

MERKMALE & VORTEILE

Optimale Verteilung der Schmierflüssigkeit auf dem Band 
(oben, unten, beidseitig) 

Leicht zu warten durch pneumatische Hubzylinder 

Einfache und schnelle Montage 

Kein Verschmutzen der Umgebung durch Vernebelung 

Optionale Installation von Zusatzdüsen für die 
Schmierung von kritischen Stellen 

Magnetventile steuern den Rücklauf von verschiedenen 
Schmiermedien in den richtigen Behälter 

Überschüssiges Öl in der Schmierhaube wird in den 
Vorratsbehälter zurückgeführt 

Behälter sind drucklos und können während des 
Betriebes aufgefüllt werden

Effektive Durchflussfilter verhindern ein Verschmutzen 
von Düsen und Pumpen 

Einfache Umschaltung zwischen verschiedenen 
Schmiermedien

Typ P400
• Für alle Arten von 

Viskositätsmedien
• Externmischende 

Zweistoffsprühtechnik 
• Kontinuierliches Sprühen

Typ P170
• Für niederviskose Medien
• Einstoffdüsen  

(ohne Luftzerstäubung)
• Kontinuierliches Sprühen
• Geschwindigkeitsbasiert

UNTERSCHIEDE

• L210
• P400
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DÜSEN BEIM TYP P170 UND HP170:

Die Schmiersysteme P170 und  
HP170 verwenden PulsaJet®-Düsen,  
um niedrigviskose Medien ohne  
Druckluft aufzutragen.

Arbeitszyklus 80% Arbeitszyklus 5%

PRÄZISIONS-DÜSENSTEUERUNG
Elektrisch betätigte Sprühdüsen werden sehr schnell ein- und ausgeschaltet, um die Durchflussmenge 
zu steuern. Ein Arbeitszyklus von 50% führt zu einer entsprechenden Durchflussrate von 50% des 
Nenndurchflusses für diese Düse bei einem bestimmten Druck.

Weitere Informationen:
www.spray.com/Products/Spray-Control-Options/Precision-Spray-Control

DÜSEN BEIM TYP L210:

Beim Schmiersystem L210 werden Einstoffdüsen eingesetzt. 
Die Flachstrahldüsen benetzen eine große Fläche und sind 
damit sehr effektiv.

DÜSEN BEIM TYP P400:

Das P400-Schmiersystem verwendet Luftzerstäubungsdüsen, um 
hochviskose Medien (über 600 cSt) aufzutragen. Alle Düsen haben eine 
Nadel, die die Düse bei jedem Sprühimpuls präzise öffnet und schließt 
und die Öffnung effektiv von Rückständen oder Ablagerungen befreit.

Die Düsen sind luftgesteuert und können 
unabhängig voneinander gesteuert werden. 
Dies ermöglicht eine exakte Regelung und 
reproduzierbare Dosierung des zirkulierenden Öls 
und bietet damit eine vollständige Kontrolle über 
die aufgebrachte Menge und die Dicke der  
Öl- / Schmiermittelschicht.
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1. VOLLSTÄNDIGE PROZESSKONTROLLE GARANTIERT  

GENAUE DOSIERUNG IHRES SCHMIERMITTELS
Die neu entwickelten Schmiersysteme AutoJet® P170 und HP170 
wurden speziell für Anwendungen entwickelt, bei denen die 
Schmiermittelzufuhr pro Flächeneinheit bei veränderlicher 
Geschwindigkeit konstant sein muss. Mit dem System AutoJet® 
HP170 sind Geschwindigkeiten von bis zu 300 m/min möglich bei 
denen eine voreingestellte Schmiermittelmenge gleichmäßig 
über die Fläche verteilt wird! Die PWM-Steuerung und die 
PulsaJet-Sprühdüsen passen den Schmiermitteldurchsatz an die 
Geschwindigkeitsschwankungen der Anlage an und sorgen so für 
maximale Homogenität über den gesamten Arbeitsgang.

2. EINFACHE UND GENAUE EINRICHTUNG
Das System ist einfach einzurichten und zu bedienen. Durch die 
Eingabe der erforderlichen Schmiermittelmenge in Abhängigkeit 
mit den anzusteuernden Düsen, wird nur die definierte Bandbreite 
besprüht! 
Unsere PulsaJet-Sprühdüsen werden entsprechend angesteuert 
und garantieren mit einem Regelverhältnis von 1:100, dass die 
gewünschte Auftragemenge immer exakt eingehalten wird. 
Während ein hydraulischer Auftrag die Standardlösung für die 
meisten Anwendungsbereiche ist, bietet Spraying Systems darüber 
hinaus für hoch viskose Öle zusätzlich noch eine luftunterstützte 
Düse an.

3. SCHMIERMITTEL BEI UMGEBUNGSTEMPERATUR
Das P170-System verarbeitet die meisten Schmieröle, die 
nicht erwärmt werden müssen und bei Umgebungstemperatur 
gesprüht werden können.

4. DIE TEMPERATURREGELUNG ERMÖGLICHT DIE 

VERWENDUNG DES VON IHNEN BEVORZUGTEN 

SCHMIERMITTELS
Das HP170-System kann mit der Mehrzahl der wachsbasierten 
Öle wie z.B. Fuchs Anticorit PL3802-39S und Anticorit PR4107S 
verwendet werden, die besonders thixotrop sind und dadurch 
am Metallband/Coil haften bleiben. Allerdings müssen 
wachsbasierte Öle dieser Art bei Temperaturen im Bereich 
von 55° C und mehr aufgetragen werden. Das HP170 System 
verfügt über eine Temperaturregelung, mit der sich die jeweils 
erforderliche Temperatur präzise einstellen lässt.

AUTOJET® P170 UND HP170 SCHMIERSYSTEM

2

3/4
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MASSE UND GEWICHTE
• Verfügbar für alle Bandbreiten
• Abmessungen variieren je nach Bandbreite
• Düsentyp: Einstoff- oder Zweistoff PulsaJet® Düsen

SPEZIFIKATIONEN
• Durchflussregelung über PWM  

(Pulse Width Modulation)
• Keine Druckluft erforderlich

KORROSSIONS- 

SCHUTZ

DRAHT- / 

ROHRSCHMIERUNG
STEMPELNROLLENFORMEN

1
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AUTOJET® L210 SCHMIERSYSTEM

1

4. PUMPE L210 
Hochdruckpumpe zum Auftragen von niederviskosen Flüssigkeiten. Eine Skala an jeder 
Pumpe ermöglicht die exakte Dosierung des Schmiermittels für jede Schmierstelle.

1. BANDSCHMIERUNG MIT FLACHSTRAHLDÜSEN
Eine sehr effiziente Methode zum Auftrag von Beschichtungsmittel ist 
die Schmierhaube zwischen Vorschub und Werkzeug einzubauen. In 
der Schmierhaube wird das Schmiermittel gleichmäßig auf das Band 
aufgetragen. Überschüssiges Öl sammelt sich in der Schmierhaube 
und wird in den Vorratsbehälter zurückgeführt. Dadurch wird das  
Umfeld nicht verschmutzt. Die Flachstrahldüsen benetzen sparsam 
und effektiv eine große Fläche. 

Schmierhauben können in allen Breiten ausgeführt werden.  
Pneumatische Hebezylinder öffnen die Schmierhaube zur Wartung 
oder zum Einführen des Bandes. Auf Wunsch können sie auch als 
feste Hauben ausgeführt werden. 

Um das Öl in der Haube zu halten sind rund um die Bandöffnung  
Bürstenleisten angebracht. Für eine optimierte Verteilung des 
Schmiermittels auf dem Band können auf der Ausgangsseite  
Filzabstreifer montiert werden.

3. BASISEINHEIT 
Die Basiseinheit wird je nach Bedarf mit 0,5 
bis 35 Liter Schmiermittelbehälter bestückt. 
Kommen unterschiedliche Schmiermittel zum 
Einsatz, kann die Anlage auch mit zwei, drei oder 
mehreren Behältern ausgestattet werden.  
Elektromagnetventile leiten das überschüssige Öl aus 
dem Rückfluss zu den jeweiligen Behältern.

2. RÜCKLAUFFILTER 
Ein effizienter Rücklauffilter hält  
Partikel vom Band zurück, die sonst 
den Rückfluss verunreinigen würden.
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2

4

3

5

6

5. T100 ZEITSCHALTUNG UND STEUERGERÄT
Bei Vorschublängen über 100 mm werden mehrere Schmierpulse pro Hub benötigt. Die Steuereinheit 
T100 ermöglicht bis zu 10 Schmierimpulse pro Sekunde.

Bei Schnellläuferpressen oder ähnlichen Anwendungen wird nicht bei jedem Hub ein Schmierimpuls 
benötigt. Die Steuerung T100 verfügt über einen Vorwahlzähler, der nach Erreichen der gewählten 
Hubzahl einen Schmierimpuls auslöst. Diese Funktion ist z.B. beim Rollformen hilfreich, um unabhängig 
von der Bandgeschwindigkeit, eine konstante Schmierung zu gewährleisten.

6. ZUSÄTZLICHE DÜSEN
Das Schmieren von kritischen Punkten, z. B. einzelner 
Stempel, kann über zusätzliche Düsen erfolgen. Diese 
sitzen in einem flexiblen Halter und werden mit einem 
Magnetfuss an den gewünschten Platz gesetzt oder 
direkt ins Werkzeug eingebaut. Um ein optimales 
Schmierbild zu erzielen, 
werden Düseneinsätze 
mit Vollstrahl, Hohl- 
oder Vollkegel mit 
verschiedenen 
Sprühwinkeln eingesetzt. 
Zusätzliche Pumpen und 
Düsen können einfach 
nachgerüstet werden.

ROLLENFORMEN STEMPELN
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Eine präzise Schmiersteuerung ist besonders für Tiefziehanwendungen von entscheidender 
Bedeutung. Um optimale Ergebnisse und Flexibilität zu gewährleisten, kann das System 
so eingestellt werden, dass alles von sehr dünnen bis dickeren Schmiermittelschichten 
aufgetragen wird.

Das AutoJet® P400-Schmiersystem wird hauptsächlich zum Auftragen von hochviskosen 
Schmiermitteln verwendet. In Kombination mit einer leistungsstarken Sprühsteuerung kann 
das System Rezepturen handhaben, um eine optimale fehlerfreie Produktion verschiedener 
Schmierstoffarten zu gewährleisten.

AUTOJET® P400 SCHMIERSYSTEM

2. BASISEINHEIT
Die Basiseinheit wird normalerweise mit einem 35 Liter 
Schmiermittelbehälter bestückt. Kommen unterschiedliche 
Schmiermittel zum Einsatz, kann die Anlage auch mit zwei, drei 
oder mehreren Behältern ausgestattet werden. Das Ansteuern des 
jeweiligen Behälters kann über einen Wahlschalter oder über die 
Düsensteuerung erfolgen. Die Behälter sind drucklos und können 
deshalb auch während des Betriebes aufgefüllt oder gewartet werden. 
Ein großer Deckel erleichtert das Nachfüllen. Auch ein automatisches 
Nachfüllen vom Fass oder Öltank ist problemlos möglich.

1. SCHMIERHAUBE MIT ZWEISTOFFDÜSEN 
Eine sehr effiziente Methode zum Auftragen von Schmiermitteln ist die 
Verwendung einer Schmiereinheit zwischen Zuführung und Presse. In der 
Schmierhaube wird der Schmierstoff gleichmäßig über das Band verteilt. 
Übermäßiges Öl wird in der Einheit aufgefangen und in den Vorratsbehälter 
zurückgeführt. Das vermeidet die Verschmutzung der Umgebung. 
Luftzerstäubungsdüsen mit extern mischenden Luftkappen ermöglichen einen präzisen 
und gleichmäßigen Auftrag selbst bei Schmiermittel mit der höchsten Viskosität. Die 
Schmiermittelmenge wird durch den Druck im Flüssigkeitskreislauf gesteuert und ist mit 
hoher Genauigkeit einstellbar.

Schmierhauben können in jeder Breite über 100 mm hergestellt werden. Sie sind als 
starre Version oder mit Hubzylindern zum Öffnen des Oberteils erhältlich. Um ein 
berührungsloses Zuführen oder Durchziehen des Bandes zu ermöglichen, ist es 
auch möglich, den oberen und unteren Teil gleichzeitig zu öffnen.

3. FLÜSSIGKEITSFILTER
Wirksame Flüssigkeitsfilter in allen Saugleitungen verhindern eine Kontamination von Pumpen und 
Düsen. Dies gewährleistet ein hohes Maß an Betriebssicherheit.

6

3

1

4
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7. ELEKTRONISCHE STEUERUNG
Die Steuerung erfolgt durch eine spezielle Düsensteuerung. Alternativ ist auch die 
Anbindung an die Anlagensteuerung einer verbundenen Maschine (z.B. Presse 
oder Vorschub) möglich.

6. DRUCKREGELUNG
Die Druckregelung der Schmiermittel- und Druckluftsysteme erfolgt manuell über 
Regler und Manometer. Beim Einsatz einer elektronischen Steuerung kommen 
Proportionalventile für eine automatische Druckregelung zum Einsatz.

2

5. PF250/3 NEBELKAMMER
Die PF250/3 Nebelkammer ist eine optionale Erweiterung des 
P400 Schmiersystems welche die Schmierhaube ersetzt und vor 
allem für die Rostschutz-Imprägnierung von Draht und schmalem 
Stabstahl eingesetzt wird. Das System ist flexibel einsetzbar und 
kann an viele verschiedene Aufgaben angepasst werden.

5

7

6

3

STEMPELN
DRAHT- / 

ROHRSCHMIERUNG

4. ÖLNEBEL-ABSCHEIDER 
Der Ölnebel-Abscheider verhindert das Austreten eines Ölnebels. Dadurch bleibt die 
Umgebung sauber und trocken. Schädliche Aerosole geraten nicht in die Atemluft. Durch das 
Absaugen und Reinigen der Umgebungsluft wird das Klima am Arbeitsplatz deutlich verbessert. 
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AUTOJET® SCHMIERMITTELSYSTEME - FALLSTUDIEN

AutoJet 1550+  
Modular Spray System

PulsaJet air atomizing nozzles

 

WIRE MANUFACTURER 
SAVES US$83,000  
ANNUALLY ON  
CHEMICALS WITH  
AUTOJET® SPRAY SYSTEM

PROBLEM: 

A wire manufacturer was using air atomizing nozzles to 
apply lubricant on cable, so it could be easily pulled through 
conduit. However, the nozzles clogged frequently, bringing 
production to a standstill. In addition, the nozzles produced 
excessive mist which was messy, wasteful and created 
worker safety issues. The manufacturer turned to  
Spraying Systems Co. for help.

SOLUTION: 

After testing different spray pressures and spray  
set-ups, we identified which of our nozzles could 
deliver the desired performance without misting. Our 
solution included two PulsaJet® air atomizing nozzles 
and an AutoJet 1550+ Modular Spray System. One 
nozzle is positioned above the cable, and the other is 
below to provide complete coverage of the cable. The 
spray controller cycles the nozzles on and off very 
quickly to control the flow rate and ensure the proper 
volume of lubricant is applied. Flow rate adjustments 
are automatic and made nearly instantly when 
operating conditions, such as line speed, change.

spray.com    |    1.800.95.SPRAY    |    Intl. Tel: 1.630.665.5000

CS 283 Der Drahthersteller spart mit dem 
AutoJet®-Sprühsystem Chemikalien

CS E4013 Gnotec Schweden erhält einen 
Großauftrag dank einer nachhaltigeren 
Lösung, mit der über 100.000 € pro Jahr 

eingespart werden können

AutoJet 1550+  
Precision Spray System

PulsaJet electrically-actuated 
spray nozzles

Parting agent

 

MANUFACTURER ACHIEVES 
SIGNIFICANT WORKER 
SAFETY IMPROVEMENTS 
WITH AUTOMATED  
SPRAY SYSTEM

PROBLEM: 

A manufacturer of cemetery products needed a 
better way to apply a parting agent on bronze plaques 
to ensure clean release after the casting process. 
Operators were manually spraying the plaques on a 
conveyor. The handheld spray guns required constant 
attention because of clogging issues and frequent 
refilling. The manufacturer was concerned about 
operator safety due to prolonged exposure to the 
hazardous parting agent. The manufacturer turned to 
Spraying Systems Co. for a solution. 

SOLUTION: 

An AutoJet® 1550+ Precision Spray System now 
applies the parting agent to the plaques quickly 
and efficiently without operator intervention. Three 
PulsaJet® electrically-actuated spray nozzles are 
mounted above the conveyor. Using Precision Spray 
Control (PSC), the top of each plaque is uniformly 
coated with the proper volume of the parting agent. 
The system controller ensures the application rate 
is adjusted when operating conditions such as line 
speed changes. The controller also triggers the 
nozzles to spray only when the plaques are properly 
positioned in the spray station. 

spray.com    |    1.800.95.SPRAY    |    Intl. Tel: 1.630.665.5000

CS 277 Der Hersteller erzielt mit dem 
automatisierten Sprühsystem erhebliche 

Verbesserungen der Arbeitssicherheit

Find your local representative on www.spray.com

PROBLEM:

Layde Steel Manufacturing needs to spray anticorrosive 
oil on the sheet after the pickling process to avoid 
corrosion on the final product. To ensure the coating 
reaches the entire sheet Layde Steel was using an 
automatic pneumatic nozzle without a regulation 
system. This lack of control gave them no flexibility to 
adapt to the line speed; if the line was going fast they 
were underapplying and if it was going slow they were 
overapplying the oil. This resulted in various problems like 
quality issues, oil wastage, spillage on the floor, misting, 
clogging, …

Layde Steel were looking for an alternative solution that 
would give them full control over their lubrication process 
whilst maintaining a constant temperature of 50°C to 
prevent clogging.

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

After careful testing and evaluation, our local spray 
expert demonstrated a performant system that could 
meet the requirements. The AutoJet® HP170 Heated 
Lubrication System can easily maintain a constant 
temperature of 50°C all year long to ensure a smooth flow 
of the lubricant. By connecting the system to 2 headers, 
containing 7 PulsaJets® each, we can automatically 
adjust the spray based on the line speed.

To facilitate maintenance and prevent any possibility of 
clogging in the tubes the system is also equipped with a 
cleaning cycle.

LAYDE STEEL  
MANUFACTURING  
REDUCES LUBRICATION OIL 
USE WITH OVER 60%

€52,000 
ANNUAL 
SAVINGS ON 
LUBRICANT 
BY CHANGING  
TO THE HP170 
SPRAYING 
SYSTEM

CS E4028 Layde Steel Manufacturing 
reduziert den Schmierölverbrauch  

um über 60 Prozent

PulsaJet electrically-actuated 
spray nozzles

 

AUTOJET® SPRAY SYSTEM 
SAVES STEEL PRODUCER 
MORE THAN US$200,000 
ANNUALLY

PROBLEM: 

A steel mill was applying corrosion inhibitor to strip prior 
to forming. Workers sprayed the solvent-based fluid with 
handheld paint guns. Strip width and line speed varied. 
The workers were unable to consistently apply the proper 
volume of the corrosion inhibitor. Under-application caused 
quality problems and over-application was wasteful, messy 
and compromised worker safety. 

SOLUTION: 

An AutoJet spray system has solved the problem.  
The system uses Precision Spray Control (PSC), 
achieved with an AutoJet spray controller and 
PulsaJet® electrically-actuated spray nozzles, to 
ensure consistent application of the corrosion 
inhibitor. PSC controls flow rate by cycling nozzles on 
and off quickly. Flow rate is adjusted automatically 
when operating conditions, such as line speed, 
change. The system also includes a zone control 
feature, so operators can turn individual PulsaJet 
nozzles on and off based on strip width and eliminate  
messy overspray. 

spray.com    |    1.800.95.SPRAY    |    Intl. Tel: 1.630.665.5000

AutoJet 2008+ controller

CS 272 Das AutoJet®-Sprühsystem  
spart dem Stahlproduzenten mehr als 

200.000 US-Dollar pro Jahr

Automated Lube System Helps Truck Manufacturer Improve 
Product Quality and Reduce Oil Consumption by 25%

Problem:

Freightliner Trucks, a leading North American manufacturer of heavy-duty trucks, needed to 
coat 24” (609 mm) wide sheets of feed stock with lubricant prior to a stamping operation. The 
previous lubrication system did not apply the oil on the metal sheet evenly and caused quality 
problems. The system also generated wasteful overspray and covered nearby equipment and 
 oors with oil, creating a slippery, hazardous work environment.

Solution: 

An AutoJet® Lube System from Spraying Systems Co. has eliminated Freightliner’s oil applica-
tion problems. The system features a 36” (914 mm) coil lubricator which uses six hydraulic 
UniJet® nozzles for uniform coverage of the sheet. Each nozzle is supplied individually by an 
L210 air-actuated piston pump. All of the nozzles are contained within the coil lubricator unit. 

An oil mist extractor is used in the coil lubricator to prevent worker inhalation and safety prob-
lems. The system also recirculates the oil, minimizing lubricant use. Automatic solenoid valves 
ensure excess oil is returned from the coil lubricator back to the supply tank. The oil is  ltered 
on the suction lines to ensure no contaminants enter the system.

Coil Lubricator with 
UniJet Spray Tips

Pump Units

Base Unit

spray.com     |     1.800.95.SPRAY     |     Intel. Tel: 1.630.665.5000

CS 173 Das automatisierte  
Schmiersystem hilft dem Lkw-Hersteller, 

die Produktqualität zu verbessern und den 
Ölverbrauch zu senken

Automated Lube System Helps Automotive Parts
Manufacturer Improve Product Quality While

Reducing Oil Consumption by 50%

Problem:

Wolfgang Loch e.K., a leading German manufacturer of automotive parts, needed to coat metal 
feed stock with one of three different lubricants. A very low viscosity emulsion (3 to 5 cSt) is 
used for stamping or cutting and two different straight oils (viscosity ranging from 80 to 160 cSt 
at 40°C) are used for deep-drawing operations. 

The previous lubrication system applied oil to the feed stock with felt rollers but regulating the 
lubrication using this method was dif cult and coverage was inconsistent. The coil was often 
too wet or too dry. The process was messy and consumed too much oil. When Wolfgang Loch 
attempted to minimize oil  ow, broken parts resulted. The felt rollers also needed to be replaced 
twice yearly, an expensive, on-going maintenance cost. 

Solution: 
An AutoJet® Lubrication System from Spraying Systems Co. has eliminated Wolfgang Loch’s 
lubrication problems. The system is controlled centrally from the press and features a coil lubri-
cator which uses both airless and air atomizing sprays to optimize lubrication. 

The low viscosity emulsion lubricant is applied by six hydraulic UniJet® nozzles. Each nozzle 
is supplied individually by an L210-type air-actuated piston pump. The pumps are mounted in a 
mobile base unit. The higher viscosity oils are applied by eight JAUCO external mix air atom-
izing nozzles metered by an air-actuated membrane pump. 

All nozzles are contained in the coil lubricator unit. An oil mist extrac-
tor is used in the coil lubricator to prevent misting and worker inhalation 
problems. The system also features oil recirculation to minimize overall 
lubricant usage. Automatic solenoid valves ensure excess oil is returned 
from the coil lubricator back to the correct supply tank. The oil is  ltered on 
the suction lines to ensure no contaminants enter the system.

spray.com     |     1.800.95.SPRAY     |     Intel. Tel: 1.630.665.5000

CS 140A Das automatisierte 
Schmiersystem hilft dem Hersteller  

von Autoteilen, den Ölverbrauch  
um 50% zu senken

 

ELECTROSTATIC CHAIN  
OILER SYSTEM ELIMINATES 
CONTAMINATION CONCERNS 
ON CAN LINES

PROBLEM: 

A can manufacturer needed a better way to lubricate 
conveyor line chains. Eight conveyor chains required 
lubrication in two locations. The air atomizing nozzles being 
used to apply the lubricant were creating several problems. 
The nozzles were over-applying the oil, which was wasteful  
and messy. The nozzles, which utilized compressed air  
for atomization, were misting. The mist was drifting onto  
the cans. Once contaminated, the cans had to undergo 
costly rework.

SOLUTION: 
Four AutoJet® Electrostatic Chain Oiler Systems 
now lubricate the manufacturer’s conveyor chains. 
Electrostatic spray technology relies on the attraction 
of the negatively charged oil and the grounded chains 
to achieve high transfer efficiency – over 90%. AutoJet 
electrostatic control panels provide precise control 
of the system’s low-flow injector pumps. Each pump 
delivers oil to four electrostatic nozzles. The pumps 
can be individually adjusted to deliver the precise 
volume of oil required to each of the  
16 lubrication points. 

spray.com    |    1.800.95.SPRAY    |    Intl. Tel: 1.630.665.5000

CS 263 Das elektrostatische  
Kettenöler-System beseitigt 
Kontaminationsprobleme an 

Dosenleitungen

AutoJet Model 1550+  
Modular Spray System

PulsaJet electrically-actuated 
hydraulic spray nozzles

 

HERCULES DRAWN STEEL 
SAVES US$50,000 IN OIL 
COSTS WITH AUTOJET® 
PRECISION SPRAY SYSTEM

PROBLEM: 

Hercules Drawn Steel used an air atomizing nozzle to  
apply a rust inhibitor to finished steel bars. The oil was  
being over-applied to ensure full coverage. In addition  
to being wasteful, the nozzle was creating worker safety 
and maintenance issues. Excess oil dripped onto the floor 
creating slip hazards and misting compromised air quality. 
Removing the oil from the floors and surrounding equipment 
was time consuming and costly. Hercules turned to  
Spraying Systems Co. for help.

SOLUTION: 
Oil is now applied to the finished steel bars with an 
AutoJet Precision Lubrication system. The system 
consists of four PulsaJet® electrically-actuated 
hydraulic spray nozzles and an AutoJet spray control 
panel. The bars are coated uniformly with the proper 
volume of oil, even when operating conditions such 
as line speed changes. In addition, the nozzles are 
triggered to spray only when the bars are properly 
positioned in the spray station further reducing  
oil waste. 

spray.com    |    1.800.95.SPRAY    |    Intl. Tel: 1.630.665.5000

CS 260 Hercules Drawn Steel spart mit 
dem AutoJet® Präzisions-Sprühsystem 
Ölkosten in Höhe von 50.000 US-Dollar
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PROBLEM:

A parts supplier to the automotive industry was spraying 
a soap-based lubricant on foam prior to being die-cut 
to prevent blades from getting stuck. A solenoid valve 
provided on/off control of the nozzle. Some very thick 
foam products also received a manual application of the 
lubricant in addition to the spray coating. The lubricant 
was being applied inconsistently; sticking problems were 
common, foam waste was high and production time 
suffered.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

Five AutoJet® automated systems now apply the lubricant 
to the foam pieces. Each system is equipped with an 
AA250AUH electrically-actuated hydraulic spray nozzle 
controlled by an AutoJet® E1850+ Spray Control Panel. 
Using Precision Spray Control (PSC), the proper volume 
of lubricant is applied to the foam even when operating 
conditions, such as line speed, change. The AutoJet® 
E1850+ Spray Control Panel provides on/off control of 
the nozzle and enables easy adjustment of flow rate to 
accommodate different foam shapes and thickness.

AUTOMATED SPRAY 
LUBRICATION SYSTEM SAVES 
FOAM PARTS PRODUCER  
MORE THAN € 30,000 PER YEAR

AA250AUH  
electrically-actuated 

hydraulic spray nozzle

AutoJet® E1850+  
Spray Control Panel

CS E4047 Das automatisierte 
Schmiersystem spart dem Hersteller von 
Schaumteilen mehr als 30.000 € pro Jahr

PulsaJet® electrically-actuated 
spray nozzles

AutoJet® E1850+  
Spray System

PROBLEM:

Air atomizing nozzles were being used to apply a release 
agent to molds during the roof shake manufacturing 
process. The manufacturer was experiencing several 
problems. The release agent wasn’t applied uniformly on 
the molds. To compensate, the manufacturer increased 
the volume of release agent applied to ensure complete 
coverage. The nozzles sprayed continuously during 
production, which meant the areas between the molds 
were coated with release agent as well as the molds. 
Compressed air use was high and resulted in misting 
and worker safety issues. The manufacturer contacted 
Spraying Systems Co. to help improve the efficiency of 
the coating process, improve the work environment and 
reduce operating costs.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

An AutoJet® automated spray system now applies the 
release agent. The system, controlled by an AutoJet® 
E1850+ Spray System, uses electrically-actuated 
hydraulic PulsaJet® nozzles to precisely apply the proper 
volume of release agent on each mold. Precision Spray 
Control (PSC) is used to adjust the flow rate based on 
operating conditions such as changing line speed. The 
system also uses sensors to detect the presence of the 
molds, ensuring the system only sprays when molds are 
present.

AUTOMATED SPRAY SYSTEM 
SAVES BUILDING PRODUCTS 
MANUFACTURER MORE THAN 
€ 35,000 PER YEAR

CS E4046 Das automatisierte Sprühsystem 
spart dem Hersteller von Bauprodukten 

mehr als 35.000 € pro Jahr

PulsaJet® Hydraulic 
Spray Nozzle

AutoJet® E1850+  
Spray System

Direction Of Travel

Concrete Application

PROBLEM:

A manufacturer of cement board was experiencing 
quality issues stemming from the manual application of 
a release agent. Ideally, the release agent is applied in a 
thin coating on 1.3 m wide forming boards prior to laying 
cement. The release agent allows for quick and complete 
removal of the cement boards after curing. 

The previous process involved mopping the release 
agent onto each forming board before the conveyor took 
them to the cement pouring process. Various operators 
produced inconsistent results. Over-applying 
release agent was sloppy, wasteful and stained the final 
product. Under-applying caused damage to the cement 
board when it was removed from the forming board, 
creating rough surface finishes. The manufacturer 
wanted to eliminate product scrap, chemical waste and 
unnecessary labor.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

The Spraying Systems Co. AutoJet® E1850+ Spray System 
with integral air-operated diaphragm pump provided 
the ideal solution. Four hydraulic PulsaJet® nozzles 
are mounted to a 1.5 m 98250 spray manifold, which 
is positioned 3 m before the cement is poured on the 
forming board. The PulsaJet® nozzles provide uniform 
coverage of the forming boards from a spray height of 152 
mm. The spray controller allows operators to easily adjust 
the flow rate for different conveyor speeds to provide 
optimal release agent coverage to each forming board. 
By using Precision Spray Control (PSC) to generate very 
low flow rates with hydraulic PulsaJet® nozzles, the need 
to use air atomizing nozzles and compressed air was 
avoided.

CEMENT BOARD 
MANUFACTURER  
REDUCES CHEMICAL USE  
AND SAVES € 27,000 PER YEAR 

CS E4045 Hersteller von Zementplatten 
reduziert den Chemikalienverbrauch und 

spart 27.000 € pro Jahr

AutoJet® E1850+ 
Spray System

1/4JAUCO
Air Atomizing Nozzle

PROBLEM:

A manufacturer of concrete retaining wall components 
needed a better system for applying release agent to 
its molds. Previously, a worker using a handheld air 
atomizing spray gun and pressure pot sprayed each 
empty mold as it moved down the conveyor before 
being filled with fresh concrete. This required 200 liter of 
release agent per week, half of which was being wasted 
through over-application.

Much of the oily release agent accumulated in the mold 
and left noticeable marks on the finished products, which 
then had to be touched up by hand or thrown away. The 
manual spraying also created a misting problem and left a 
slippery mess on the conveyor, walls and floor.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

An AutoJet® Model E1850+ Spray System with an integral 
air-operated diaphragm pump and two 1/4JAUCO air 
atomizing nozzles positioned over the conveyor solved 
the problem. Using external mix spray set-ups produces 
complete atomization and makes it possible to spray the 
viscous fluid without heating it. A photoelectric sensor 
triggers spray application of the release agent to each 
mold as it moves down the conveyor. An automatic 
cleanout needle operates with every spray cycle to 
reduce clogging and ensure consistent, problem-free 
spray performance. The AutoJet® spray controller 
enables the operator to easily increase the application 
rate for deeper molds or turn it down for shallower molds.

MODULAR RETAINING WALL 
MANUFACTURER CUTS  
RELEASE AGENT USE BY 75% 
TO SAVE MORE THAN € 60,000 
PER YEAR

CS E4039 Hersteller von modularen 
Stützmauern reduziert den Einsatz von 
Trennmitteln um 75 Prozent und spart 

dabei mehr als 60.000 €

PROBLEM:

A manufacturer of wood pellets needed to spray oil on 
wood chips being pressed into pellets. The pellets, made 
from sawdust and wood chips, are mechanically formed 
into a consistent shape at high pressure to create a 
high-density heating fuel source. The oil acts as a binder 
for the pellets and also as a lubricant during the pressing 
operation.

A high pressure pump and a fine spray hydraulic nozzle 
were previously used, but the viscosity of the oil being 
sprayed resulted in a poor spray pattern and uneven 
distribution of the oil across the wood chips. Over-
application of the oil was a problem as well since the 
system was unable to adjust flow rate based on the 
tonnage of wood chips being processed.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

The Spraying Systems Co. solution consists of an 
AutoJet® E1850+ Spray System equipped with an air-
operated diaphragm pump and a PulsaJet® 10000JJAU 
automatic air atomizing nozzle. The Spray System adjusts 
the electrically-actuated spray nozzle based on a 4-20mA 
input signal communicating the wood tonnage being 
processed. Controlling the flow automatically using 
Precision Spray Control (PSC) rather than by adjusting 
liquid pressure allows for instantaneous adjustment of 
the flow rate and maintains optimal drop size and spray 
angle, ensuring uniform coverage of the wood chips.

WOOD PELLET 
MANUFACTURER SAVES 
MORE THAN € 10,000 PER 
YEAR BY SPRAYING OIL WITH 
AUTOMATED SPRAY SYSTEM

AutoJet® E1850+  
Spray System

PulsaJet® 10000JJAU 
Automatic Air 

Atomizing Nozzle 

CS E4036 Hersteller von Holzpellets spart 
jährlich mehr als 10.000 € für Öl mit einem 

automatisierten Sprühsystem

AutoJet® E1850+ 
Spray System

AA250AUH Automatic 
Spray Nozzles

Dewaterer

PROBLEM:

A manufacturer of emulsion styrene butadiene rubber 
(ESBR) needed to spray a release agent on a drying 
conveyor. The release agent prevents rubber crumbs 
from sticking to the stainless steel conveyor during the 
drying process, a problem that can cause numerous 
production headaches. 

The previous spray system used hydraulic nozzles on 
an oscillating arm. The system didn’t apply the release 
agent evenly across the width of the conveyor and 
lacked the ability to control flow based on the line speed. 
This resulted in sticking problems and a messy, unsafe 
production environment requiring frequent maintenance. 
When fouling of the system occurred, production was 
interrupted while the drying conveyor and surrounding 
area were cleaned by contract cleaners.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

Spraying Systems Co.’s solution consisted of an AutoJet® 
E1850+ Spray System and a header equipped with six 
AA250AUH automatic spray nozzles. The spray header 
applies the release agent as a thin, uniform film across 
the entire width of the stainless steel conveyor. The 
AutoJet® system uses Precision Spray Control (PSC) to 
produce very low flow rates. As line speed changes, 
operators can easily adjust the flow rate of the nozzles 
without changing pressure – maintaining consistent spray 
coverage and drop size. And because the AA250AUH 
nozzles use only low pressure hydraulic atomization, mist 
and overspray are avoided.

ELASTOMER MANUFACTURER 
REDUCES RELEASE AGENT 
USAGE AND SAVES € 50,000 
ANNUALLY THANKS TO NEW 
AUTOMATED SPRAY SYSTEM

CS E4035 Das automatisierte Sprühsystem 
hilft dem Elastomerhersteller,  

den Einsatz von Trennmitteln zu  
reduzieren und 50.000 € zu sparen

Channel-type header with 
eight JAU air atomizing 

nozzles 

AutoJet® E1850+ 
Spray System

Pressure tank with  
silicone emulsion 

PROBLEM:

A leading manufacturer of single-use thermoformed 
cups needed to apply a thin coating of silicone emulsion 
into the plastic cups after they were molded. The 
coating prevents the cups from sticking together during 
packaging and helps control dust in the manufacturing 
environment.

The initial method for applying the silicone emulsion was 
to dip the plastic sheet in a release agent before molding. 
This process coated both sides of the sheet when 
coverage was only needed on one.

Later, a PLC based spray system was used without 
success. The system’s slow response time and delayed 
spray shut-off resulted in over-application of the release 
agent, which inhibited downstream printing and wasted 
the expensive release agent. In addition, low quality spray 
nozzles required frequent maintenance and provided 
poor transfer efficiency. Misting and excessive dripping 
from the spray nozzles also created slippery floors in the 
production area.

Find your local representative on www.spray.com

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

The Spraying Systems Co. solution uses an AutoJet® 
E1850+ Spray System with a 60-liter pressure tank 
to deliver the silicone emulsion to automatic nozzles 
spraying upward into the molded cups. The nozzles are 
mounted in a convenient one-piece channel header 
positioned below the production line immediately after 
the molding machine.

JAU air atomizing nozzles, with drip-free shut-off, evenly 
coat the interior surfaces of the cups. The automated 
system is integrated with the machine press to spray 
individual cups as they pass through the spray station.

PLASTIC CUP MANUFACTURER 
SAVES € 18,000 ANNUALLY  
WITH AUTOMATED ANTI-
STATIC SPRAY SYSTEM

CS E4034 Der Hersteller von 
Plastikbechern spart jährlich 18.000 €  

mit einem automatisierten,  
antistatischen Sprühsystem

Find your local representative on www.spray.com

PROBLEM:

One of the leading companies in the rubber industry was 
looking for a more efficient solution to apply their silicone 
and polymere coating before packaging their products 
(such as rubber window seals).

In the past they were using standard nozzles, contained 
in spray cabines, to spray the rubber from top to 
bottom. These cabins were equipped with an extraction 
installation to prevent excessive misting. For thinner 
coatings they were using air atomizing nozzles and for 
thicker coatings immersion baths.

None of these methods were delivering the required 
result and fixing them was costly and ineffective. 
Excessive liquid was causing most of the problems and 
ultimately led to quality issues and unhappy customers.

To overcome the wasteful process of overapplying liquids 
- and then applying costly solutions to get rid of the 
excess liquid - the rubber producer decided to look for 
a new solution. It had to be more sustainable, limit costs 
and prevent a polluted workspace - causing dangerous 
conditions for the workers.

SUSTAINABILITY. 
APPLIED. USE 

LESS
WASTE 
LESS

RISK  
LESS

CONSUME 
LESS

SOLUTION:

As an integral part of the leading global spraying 
technology company our local Spraying Systems engineer 
was contacted to share his expert advice on the issue. 
After a careful evaluation he proposed the installation of 
an AutoJet® 2008+ system with two channels - to use the 
silicone and polymere coatings separately. The system 
was equipped with PulsaJet® nozzles to greatly reduce 
the sprayed liquid volume.

After an initial on-site demonstration the customer agreed 
on a test over a prolonged period - essential for such 
a vital process. This way they could evaluate the cost 
saving potential of the solution and ensure the quality and 
customer satisfaction. 

NEW SUSTAINABLE SOLUTION 
LEADS TO A HIGHER QUALITY 
END PRODUCT AND RESULTS 
IN €350,000 SAVINGS PER YEAR

BETTER QUALITY 
END PRODUCT 
WITH A PAYBACK 
PERIOD OF ONLY 
2 MONTHS

CS E4029 Neue nachhaltige Lösung führt 
zu einem qualitativ hochwertigeren 

Endprodukt und führt zu Einsparungen  
von 350.000 € pro Jahr

www.spray.de | www.spraying.at | www.ssco.ch

The newly developed AutoJet Spray System HP170 
is specifically designed for applications where lines 
with speed variations require a constant amount of 
lubricant per m2. The AutoJet HP170 operates at line 
speeds up to 300 m/min delivering a pre-set amount 
of lubricant evenly across the coil regardless of 
machine speed. Our PWM controllers and PulsaJet 
spray nozzles adjust flow to match speed variations 
during the run: the result is consistency from start 
to finish. From slow speeds to fast speeds and back 
again the amount you pre-set will be the amount you 
get.

The system is easy to set up and operate. Enter the 
amount of lubricant you require, select the number 
of nozzles based on coil width and press start! 
The advanced AutoJet controller signaling our 
PulsaJet spay nozzles with turn down ratios of more 
than 1:100 ensures the application rate is always 
perfect. Fully hydraulic sprays are used for most 
applications, but for extremely viscous oils, we also 
have an air assisted nozzle. 

The HP170 system can handle most of the new wax-
based oils such as Fuchs Anticorit, PL3802-39S and 
Anticorit RP4107S. These type of oils contain wax 
in the  formulation making them more thixotropic 
enabling them to remain on the coil in all conditions. 
However the wax based oils must be applied at 
elevated temperatures, sometimes above 55°C. 
The HP170 has temperature control built into the 
system, allowing the operator to select the correct 
temperature for the oil in your process. 

IdeAL For

• Spraying oil containing wax (such as Fuchs Anticorit) on bands

• Spraying oil on slitting/cutting and recoiling operations

• Spraying on applications with high speed variations

AutoJet® SyStem HP170 
HeAted SyStem
for HigH PreciSion 
SPrAying on coilS

Control Panel

Coil Lubricator 
for 2.200 mm wide bands

Base unit showing heated 
tank, inline heater and mixer

E3001-EN Beheiztes AutoJet® HP170 
Sprühsystem zum hochpräzisen  

Sprühen auf Bändern
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