
CLEANUP 
RETRACTING CLEANER

BENEFITS

• Cleaner retracts when not in use and won‘t affect the 
production process

• Space saving

• Cost-effective and environmentally friendly cleaning of 
small tanks and pipes

• Less  maintenance due to fluid-driven reactionary force 
nozzle, no motor source needed to drive spray head

• Rotation and cleaning efficiency are not affected by 
different installation situations

• Suitable for high-temperature applications up to 130 °C

• ATEX-certified versions available

CLEANER IS FLUSH TO THE
TANK WALL IF NO PRESSURE IS 
APPLIED

SPECIFICATION

Max. tank diameter: 3 m

Operating prinicple: Fluid-driven reactionary force

Flow rate: 9 to 40 l/min

Inlet connection: Flange DN 40 DIN 32676-A-KK

Available sizes: 3.2 / 4.5 / 6 / 9 

Recommended working 
pressure:

1 to 6 bar

Opening pressure: > 0.3 bar

Max. temperature: 130 °C

Material:
316L stainless steel (1.4404);
316Ti (1.4571)

Surface Quality:
Standard or outer surface 
polished

Spray pattern type: Ball-shaped distribution

Spray angle: 55°

Retracted position

Find your local representative on www.spray.com
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DIMENSIONS & SPECIFICATIONS

MORE INFORMATION AVAILABLE ON WWW.SPRAY.COM

ORDER INFO: 

EXAMPLE

D55567-505A4-3.2
Standard surface, 
capacity 3.2

D55567-505A4-3.2P-EX
Polished surface, 
ATEX certified

ACCESSORIES:

• Weld-in flange (A4):   CP-D55567-4-1.4404

• Gasket EPDM (FDA compliant):  CP-D26536-0028

• Tri-Clamp (A2):  CP-D41919-3001

Download data sheet: DS55567
Video:   CleanUp D55567

Bulletin  No. E3014 (12/2019) · © 2019 Spraying Systems Co. 
Subject to technical changes · Duplication and reproduction - even in part - is prohibited
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Spritzabdeckung/
spray coverage

food contact
version

 material

FDA
compliant

Lebensmittelkonform / food compliant

41Ø  (1.614)

Max. System pressure:          87 psi at 266 °F
Max. Betriebsdruck:               6 bar (0,6 MPa) bei 130 °C
 
Recommended pressure:      14.5 psi to 58 psi
Empfohlener Arbeitsdruck:    1 bar (0,1 MPa) bis 4 bar (0,4 MPa)
 
Max. Temperature:                 87 psi at 266 °F
Max. Temperatur:                   130 °C bei 6 bar (0,6 MPa)
 
Opening pressure:                  > 4.35 psi
Öffnungsdruck:                       > 0,3 bar (0,03 MPa)
 
Nozzle material:                      316L 
Düsenmaterial:                       1.4404 
 
Spring material:                     316Ti 
Federmaterial:                       1.4571 
 
O-Ring:                                  EPDM
O-Ring:                                  EPDM
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Weld-in flange

A-A ( 1 : 1 )

B-B ( 1 : 1 )

A

A

B

B

Ze
ic

hn
un

g 
un

te
rli

eg
t n

ic
ht

 d
em

 Ä
nd

er
un

gs
di

en
st

.  
 S

PR
AY

IN
G

 S
YS

TE
M

S 
M

an
uf

ac
tu

rin
g 

Eu
ro

pe
 G

m
bH

, 7
36

14
 S

ch
or

nd
or

f

Di
sc

lo
su

re
 a

nd
 c

op
yin

g 
of

 th
is 

dr
aw

in
g 

or
 u

tili
za

tio
n 

of
 it

s 
co

nt
en

ts
 is

 n
ot

 a
llo

we
d,

 u
nl

es
s 

ex
pr

es
sly

 a
ut

ho
riz

ed
. V

io
la

tio
n 

is 
su

bj
ec

t t
o 

co
m

pe
ns

at
io

n.
 A

ll r
ig

ht
s 

in
 c

as
e 

of
 g

ra
nt

in
g 

a 
pa

te
nt

 o
r a

 u
tili

ty
 p

at
en

t a
re

 re
se

rv
ed

. 

This drawing is not subject to any updating.   SPRAYING SYSTEMS Manufacturing Europe GmbH, 73614 Schorndorf

Weitergabe sowie Vervielfältigung dieser Zeichnung, Verwertung und Mitteilung ihres Inhalts nicht gestattet, soweit nicht ausdrücklich zugestanden. Zuwiderhandlung verpflichtet zu Schadenersatz. Alle Rechte für den Fall der Patenterteilung oder Gebrauchsmuster-Eintragung vorbehalten. 

Bezeichnung - Description:

Artikel-Nr. - Sales Part No.:

TB

Paul-Strähle-Straße 10
D-73614 Schorndorf

Ersatz für - 
Replaced by:

Datenblatt-Nr. - 
Data Sheet No.:

Erstelldaten - 
By:

Experts in Spray TechnologyClean Up

DS55567-1siehe Blatt 2 / see page 2
WincekM

Spraying Systems

SchmidmeierW 26.03.2018 Rev. 2

Blatt - 
Sheet:

1 /2 

Dimensions; Abmessungen: mm [inch]

55
 (2

.1
65

)

31
,5

 (1
.3

19
)

38 (1.496)

50,5 (1.988)

Spritzabdeckung/
spray coverage

food contact
version

 material

FDA
compliant

Lebensmittelkonform / food compliant

41Ø  (1.614)

Max. System pressure:          87 psi at 266 °F
Max. Betriebsdruck:               6 bar (0,6 MPa) bei 130 °C
 
Recommended pressure:      14.5 psi to 58 psi
Empfohlener Arbeitsdruck:    1 bar (0,1 MPa) bis 4 bar (0,4 MPa)
 
Max. Temperature:                 87 psi at 266 °F
Max. Temperatur:                   130 °C bei 6 bar (0,6 MPa)
 
Opening pressure:                  > 4.35 psi
Öffnungsdruck:                       > 0,3 bar (0,03 MPa)
 
Nozzle material:                      316L 
Düsenmaterial:                       1.4404 
 
Spring material:                     316Ti 
Federmaterial:                       1.4571 
 
O-Ring:                                  EPDM
O-Ring:                                  EPDM

55
°

17
,5

 [0
.6

89
]

max./app. 20 [0.787]

55
Ø50

,5
Ø

16,6

38
Ø

21,5

8

CleanUp/
Weld-in flange

http://www.spray.com
http://gerhav-web:8080/VaultSearchPlus/Shared/DS55567-1.2.pdf
https://sprayingsystems.sharepoint.com/sites/sprayconnect/groups/91/Shared%20Documents/Videos/CleanUp_D55567.mp4

